BOM BAY 

* O * 

1848999 

EASTHAM CURIO 
Parts and Hardware List 



A. Top Panel 1 pc 

B. Side Panels 2 pes 

C. Back Panels 2 pes 

D. Front Stretcher 1 pc 

E. Back Stretcher 1 pc 

F. Door Panels 2 pc 

G. Base Assembly 1 pc 

H. Legs 4 pes 

I. Corner Blocks 6 pes 
J. Pan Head Screws 28 pes 
K. Short Flat Head Screws 12 pes 
L. Long Flat Head Screws 6 pes 
M. Eccentric Cams 2 pes 
N. Connecting Bolts 2 pes 
O. Plastic Caps 2 pes 
P. Allen Head Bolts 8 pes 
Q. Lock Washers 8 pes 
R. Flat Washers 8 pes 
S. Philip Head Screwdriver 1 pc 
T. Allen Head Wrench 1 pc 
U. Shelf Support Pins 1 6 pes 
V. Transformer with Wires 1 pc 
W. Glass Shelves 4 pes 



* Please make sure that you have all the parts and hardware indicate above before you begin assembly 
of this item. 

* Use the hardware illustrations to determine correct piece and size. 

* This item should be assembled on a soft surface to prevent scratching the finish during assembly. 
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Hardware Illustrations 




P. Allen Head Bolt M. Eccentric Cam 




L. Long Flat Head Screw N. Connecting Bolt 




J. Pan Head Screw 




Q. Lock Washer R. Flat Washer 



Page 2 of 12 



R7- 1-28-00 



BOM BAY 

* O * 

1848999 

EASTHAM CURIO 

Attach Legs to Base Assembly 

Parts required 



H. 


Legs 


4 pes 


Q. 


Lock Washers 


8 pes 


G. 


Base Assembly 


1 pc 


R. 


Flat Washers 


8 pes 


P. 


Allen Head Bolts 


8 pes 


T. 


Allen Head Wrench 


1 pc 



1 . Attach Legs (H) . Align the pre-drilled holes in the Leg (H) with the pre-drilled holes in the corner 
block of the Base Assembly (G). Secure with the Allen Head Bolts (P), Lock Washers (Q), Flat 
Washers (R), using the Allen Head Wrench (T). See Illustration #1 
Repeat for the other legs. 




Illustration #1 
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Attach Corner Blocks to Base Assembly 



Parts required 



I. Corner Blocks 


6 pes 


L. Long Flat Head Screws 


6 pes 


G. Base Assembly 


1 pc 


S. Philip Head Screwdriver 


1 pes 



2. Attach Corner Block (I) . Align the two dowels on the Corner Block (I) with the pre-drilled holes 
under the Base Assembly(G). Secure the Corner Block (I) with a Long Flat Head Screw (L) using the 
Phillips Head Screwdriver (S). See Illustration #2 
Repeat for the remaining Corner Blocks (I). 
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Illustration #2 
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Assembly for Side Panel and Base 

Parts required 



B. Side Panels 


2 pes 


S. Phillips Head Screwdriver 1 pc 


G. Base Assembly 


1 pc 





3. Attach Side Panels (B). Turn the Base Assembly (G) upright. Align the exposed dowels on the Side 
Panel (B) with pre-drilled holes in the Base Assembly (G). Make sure that the cut-out on the Side 
Panel (B) faces the back. See Illustration #3 

4. Secure the Side Panel (B) to Base Assembly (G) by using Phillips Head Screwdriver (S) through the 
flushblock fitting, turn in a clockwise direction. Fully tighten. See Illustration #3 

5. Repeat for other Side Panel (B). 




Illustration #3 
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Assembly for Stretchers to Base 

Parts required 



D. 


Front Stretcher 


1 pc 


N. 


Connecting Bolt 


1 pc 


E. 


Back Stretcher 


1 pc 


0. 


Plastic Cap 


1 pc 


M. 


Eccentric Cam 


1 pc 


T. 


Allen Head Wrench 


1 pc 



For steps 6-11 See Illustration #4. 

6. Attach Connecting Bolt (N). Attach the Connecting Bolt (N) to the Base Assembly (G) by turning in 
a clockwise direction. 

7. Place the Eccentric Cam (M) into the Front Stretcher (D) . Make sure that the arrow is pointing to 
the hole in the edge of the Front Stretcher (D) using the Allen Head Wrench (T). 

8. Attach Front Stretcher (D). Place the Front Stretcher (D) over the Connecting Bolt (N) so that the 
dowel aligns with the pre-drilled hole in the Base Assembly (G). Make sure that the end with the 
"arrow" label is pointing to the top. Secure in place with the Eccentric Cam (M) by turning in a 
clockwise direction using the Allen Head Wrench (T). 

9. Insert the Plastic Cap (O) over the slot in the Eccentric Cam (M). 

10. Attach the Back Stretcher (E). Insert the Back Stretcher (E) into the pre-drilled holes located at the 
back of the Base Assembly (G). Ensure that the end with the "arrow" label is pointing upwards. Also 
make sure that the end with the notch is facing the back. 
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Attach the Top Panel 

Parts required 



A. 


Top Panel 


1 pc 


0. 


Plastic Cap 


1 pc 


M. 


Eccentric Cam 


1 pc 


s. 


Phillips Head Screwdriver 


1 pc 


N. 


Connecting Bolt 


1 pc 


T. 


Allen Head Wrench 


1 pc 



11. Attach Connecting Bolt (N ). Insert the Connecting Bolt (N) into the inner pre-drilled hole on the 
Top Panel (A) and turn in a clockwise direction. See Illustration #5 

12. Attach Top Panel (A). Align the pre-drilled holes at the bottom of the Top Panel (A) with the dowels 
on the Side Panels (B), Front Stretcher (D) and Back Stretcher (E). Firmly, push the Top Panel (A) 
down. See Illustration #6 

13. Attach Side Panel (B). Secure the Top Panel (A) to the Side Panels (B) by turning the flushblock 
fitting in a clockwise direction using the Phillips Head Screwdriver (S). See Illustration #6 

14. Secure Front Stretcher (D). Insert the Eccentric Cam (M) into the pre-drilled hole at the top of the 
Front Stretcher (D). Make sure that the arrow is pointing to the hole in the edge of the Front Stretcher 
(D) using the Allen Head Wrench (T). Secure in place with the Eccentric Cam (M) by turning in a 
clockwise direction using the Allen Head Wrench (T). See Illustration #6 

15. Insert the Plastic Cap (O) over the slot in the Eccentric Cam (M). 




Illustration #5 
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Attach the Top Panel 




Illustration #6 
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Assembly for the Back Panel 

Parts required 



C. Back Panels 


2 pes 


S. Phillips Head Screwdriver 1 pc 


J. Pan Head Screws 


28 pes 





1 1 . Attach Back Panel (C). Thread the wire for the Camlight attached to the Top Panel (A) through the 
cut-out at the top of the Back Panel (C). Secure the Back Panel (C) with the Pan Head Screws (J) 
using Phillips Head Screwdriver (S). See Illustration #7 

12. Repeat for other panel. 




Illustration #7 
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Assembly for the Door Panels 

Parts required 



F. 


Door Panels 


2 pes 


S. Screwdriver 


1 pc 


K. 


Short Flat Head Screws 


12 pes 







18. Attach Door Panel (F). Align the holes in the hinge on the Door Panel (F) with the pre-drilled holes 
in the Side Panel (B). Secure with the Short Flat Head Screws (K) using the Phillips Head 
Screwdriver (S). See Illustration #8 

19. Repeat for remaining Door Panel (F). 

* Notes : Close the doors to make sure the curio is sitting level. If adjustment is needed please use the 
levelers under the legs to correct. See illustration #8a 




Illustration #8 

Page 10 of 12 



Illustration #8a 

R7- 1-28-00 



BOM BAY 

* O * 

1848999 

EASTHAM CURIO 

Install Shelves 

Parts required 

U. Shelf Support Pins 16 pes W Glass Shelves 4 pes 



20. Install Glass Shelves (W). Insert the Shelf Support Pins (U) at the desired heights. Place the Glass 
Shelves (W) on top of the Shelf Support Pins (U). See Illustration #9 




Illustration #9 
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Assembly Transformer 

Parts required 



V. Transformer with Wires 1 pc 



20. Attach Transformer with Wires (V). Attach the two light connectors from the Transformer (V) 
to the Camlight fitting until you hear a click. Test the ON/OFF switch to ensure that it is functional. 
See Illustration #10 

21. Note: It is recommended to use 10W bulbs. 




Illustration #10 
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